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CLEANROOM LABELS

DESCRIPTION

Pharmaclean® cleanroom labels. They can be printed with laser printers. Low porosity. They are durable, flexible, water
and chemical resistant. The adhesive used is permanent and has a very good humidity and water resistance. They are
supplied in A4 sheet, white color, shelf life 2 years. Available in various sizes, autoclavable.
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TECHNICAL DATA

FACE MATERIAL

Material Matt, Top-coated, White, Polyester
Thickness 50um £ 10
ADHESIVE
Material Acrylic
Thickness 20-23 uym
Stainless steel 1006
Adhesion (FTM 1) (N/25mm) Acrylic 979
Glass 968
Lower application temperature 121°C - 30 min

RELEASE LINER

Material Top-coated, White, Polyester
Thickness 90 um

GENERAL FEATURES

For plain and regular surfaces; to be used in

Hpppllez e el laboratories and cleanrooms. Autoclavable.

Service temperature From -40°C to 150°C
Suggested storage temperature 21°C
Suggested storage humidity 50%

CODE DESCRIPTION PACKAGING

Pharmaclean® white labels A4 format. Containing up to

PH703 65 labels. Pack 100 sheet

PH711 Pharmaclean® white labels A4 format. Containing more Pack 100 sheet
than 72 labels.

CAUTION:

User will determine the suitability of the product and method of application for each specific use.
Keep all labels in their wrapping until required for processing.

Avoid wide variations in temperature and humidity in storage.

The above data represents the averages obtained in our laboratory.

Area of use must be dry and clean on application.
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SIZES AVAILABLE (mm)

210 x 297 200 x 287 136 x 227 200 x 130 150 x 99 200 x 144 100 x 230 67 x 272
120 x 68 190 x 70 99 x 144 87 x 138 83 x 134 90 x 120 196 x 54 70x70
57 x 107 61 x 140 158 x 37 99 x 67 96 x 65 50 x 130 50 x 135 50 x 140

45 x 140 99 x 50 75 x 52 99 x 50 85x45 95 x 46 99 x 38 66 x 55



—_—

pharmaclean“\\
by AM Instruments
99 x 34 73 x 35 46 x 65 63 x 38 64 x 34 64 x 34 28 x 70 48 x 34
63 x 24 67 x 25 52 x 31 30 x 40 34 x 24 50x 19 38 x 21 34 x 24
27 x 24 43x 8 49 x 10 24 x12 21x9 13x8
Diam. 200 Diam. 40 Diam. 80 Diam. 50 Diam. 20
75 x 45 100 x 140 x1 23 x 140 11,5x72
98x 45 x3 130 x 43 88 x 34,5 83x34,5
COMPANY WITH
QUALITY SYSTEM
CERTIFIED BY DNV GL
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AM Instruments Srl
GMP Via Isonzo 1/c 20812 Limbiate MB - Italy

tel. +39 028728921
aminstruments.com
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